
Conductor: Flexible tinned Cu conductor, Insulation: Ethylene propylene rubber (EPR) insulation, 
Sheath: Chlorosulphonated polyethylene (CSP) heat & oil resistant, flame retardant (HOFR) sheath available in

either orange or black.

APPLICATION CHARACTERISTICS
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DESCRIPTION

Flexible cable for the connection of an
electric welding machine to the welding

tool. Commonly used in assembly lines &
conveyors, automobile manufacturing

and machine tools.

Voltage Grade:  
 

Temperature Range:

Minimum Bending Radius:

UV Resistant:

Approvals:

100v (450v for non-welding applications
when adequately protected from

mechanical damage)



-20°C to +85°C



6 x OD



Yes



BS638 Pt. 4, IEC60332-1-2
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SIZE



mm²

CLASS OF
CONDUCTOR

APPROX. OD



mm

WEIGHT



kg/km

CURRENT CARRYING CAPACITY (SINGLE DUTY CYCLE OVER 5 MINS)

100% 85% 60% 35% 20%

16 6 9.4 200 135 145 175 230 -

25 6 10.2 275 180 195 230 300 -

35 6 11.6 380 225 245 290 375 -

50 6 13.2 520 285 305 365 480 -

70 6 15.3 720 355 385 460 600 794 (approx.)

95 6 17.5 940 430 470 560 730 -

120 5 19.2 1190 500 540 650 850 -

150 5 21.9 1490 580 630 750 980 -

185 5 24.4 1795 665 720 860 1120 -

240 5 26.5 2330 780 850 975 1250 -
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ALL FIGURES QUOTED ARE APPROXIMATE

E&OE. Manufacturers reserve the right to amend the specification without prior notice.
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