
Conductor: Class 5 flexible tinned Cu conductor, Insulation: Ethylene propylene rubber (EPR) insulation,
Sheath: Chloro-sulphonated polyethylene (CSP) heat, oil & flame retardant black sheath.

APPLICATION CHARACTERISTICS

www.cable-world.co.uk

Head Office (Bolton): Tel: +44 (0) 1942 840 200 E-Mail: sales@cable-world.co.uk
London Branch: Tel: +44 (0) 203 960 9389 E-Mail: sales.london@cable-world.co.uk

DESCRIPTION

Flexible cables with high temperature
resistance up to 90°C. Heat & oil

resistant, flame retardant and water
proof, these cables are well suited to a
variety of uses in intensive industrial

applications. Can be installed in free air
and also buried when using additional

mechanical protection.

Voltage Grade:  

Temperature Range:

Min Bending Radius:

Approvals/Standards:

450/750v



-40°C to +90°C fixed 
-20°C to +90°C flexing 

+250°C short circuit 
 

6 x OD (for cables up to 25mm OD) 
8 x OD (for cables over 25mm OD)



BS EN 50525-2-21

BS EN 60332-1-2
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NO. OF CORES
SIZE

CLASS OF COND.
APPROX OD WEIGHT

mm² mm Kg/Km

1 6 5 8.5 120

1 10 5 10.2 180

1 16 5 11.5 250

1 25 5 13.0 355

1 35 5 14.8 460

1 50 5 17.2 640

1 70 5 19.5 875

1 95 5 22.3 1135

1 120 5 23.6 1400

1 150 5 26.5 1735

1 185 5 29.4 2100

1 240 5 31.7 2655

1 300 5 35.5 3295

1 400 5 38.5 4200

1 500 5 43.9 5285

1 630 5 48.5 6835
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NO. OF CORES
SIZE

CLASS OF COND.
APPROX OD WEIGHT

mm² mm Kg/Km

2 10 5 19.5 560

2 16 5 22.0 720

2 25 5 25.8 1025

ALL FIGURES QUOTED ARE APPROXIMATE

NO. OF CORES
SIZE

CLASS OF COND.
APPROX OD WEIGHT

mm² mm Kg/Km

3 6 5 15.5 360

3 10 5 20.9 650

3 16 5 23.4 910

3 25 5 27.7 1300

3 35 5 29.8 1630

3 50 5 35.7 2310

ALL FIGURES QUOTED ARE APPROXIMATE



NO. OF CORES
SIZE

CLASS OF COND.
APPROX OD WEIGHT

mm² mm Kg/Km

4 6 5 17.0 455

4 10 5 22.9 825

4 16 5 25.9 1120

4 25 5 30.5 1700

4 35 5 33.0 2190

4 50 5 39.7 3050

4 70 5 45.1 3045

4 95 5 53.9 5375

4 120 5 57.7 6525

4 150 5 64.6 8010

4 185 5 71.1 9975

4 240 5 78.8 13195
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CORE IDENTIFICATION

NO. OF CORES COLOURS

2 BROWN, BLUE

3 BROWN, BLUE, GREEN/YELLOW

4 BROWN, BLACK, GREY, GREEN/YELLOW


