
24AWG (7/32) tinned Cu conductors laid up in twisted pairs, PE insulation, overall aluminium foil screen,
tinned Cu wire braid screen, 24AWG tinned Cu drain wire, PVC/LSF/LSOH versions in grey or external grade

PE sheath in black.
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DESCRIPTION

CHARACTERISTICS

Voltage Rating:  
Temperature Range:

300v (600v also available)
-30°C to +80°C 

(minimum installation 0°C)
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RS485 PAIRS
Computer EIA RS485 cables, 24AWG
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E&OE. Manufacturers reserve the right to amend the specification without prior notice.
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ALL FIGURES QUOTED ARE APPROXIMATE

Belden
Equivalent

Number
No. of Pairs

Approx. OD 
mm

Weight
Kg/Km

CAPACITANCE (pF/m)
Cond. DC Res.

(Ω/Km)
Screen. DC Res.

(Ω/Km)

Velocity of
Propagation

%C to C C to S

9841 1 5.9 55 42.0 75.5 78.7 11.2 66

9842 2 8.6 70 42.0 75.5 78.7 6.8 66

9843 3 9.1 90 42.0 75.5 78.7 6.8 66

9844 4 9.9 105 42.0 75.5 78.7 6.8 66

RS485 PAIRS
Computer EIA RS485 cables, 24AWG

Core Identification

PAIR 1
Whi/Blu
Blu/Whi PAIR 2

Whi/Org
Org/Whi PAIR 3

Whi/Grn
Grn/Whi PAIR 4

Whi/Brn
Brn/Whi

Sheath Colour

PVC Grey LSF Grey LSOH Grey PE Black


