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AIR OPERATED GAS BOOSTER PUMPS 

   

 

 

 

 

 

Standard Equipment:- 

• Air filter, lubricator, pressure regulator, pressure gauge and start/stop valve 

• Inlet strainer 

• 6” (150mm) diameter panel mounted pressure gauge 

• Pressure release valve 

 

Technical Specifications 

 

Typical Performance Chart 

Type Model 
Max Output 

Pressure 

Piston 
Displacement 

Per Cycle 

Max 
Compression 

Ratio 

Supply pressure 
Required to 
Achieve Max 

Output Pressure 

Actual 
Output 

Pressure 

Psi Bar Cu.ins cc Psi Bar 

DA GB66D 9,000 620 8.0 131 15.1 2,400 165 
66PA + 

PS 

DA GB186D 21,000 1,448 3.00 49.2 15.1 2,400 165 
186PA + 

PS 

 
Type 

 
Model 

Example No. 1 Example No. 2 

Inlet 
Pressure 

Outlet 
Pressure 

Flow 
Inlet 

Pressure 
Outlet 

Pressure 
Flow 

  Psi Bar Psi Bar SCFM 
N 

Ltr/m 
Psi Bar Psi Bar SCFM 

N 
ltr/m 

DA GB66D 500 35 4,000 276 5.86 166 2,000 140 4,000 276 31.5 892 

DA GB186D 1,000 69 10,000 690 4.82 136 2,500 172 10,000 690 16.4 464 
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