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Diameter: 36.5mm

Thickness: 11mm

Lug Width: 18mm

Lug to Lug: 45.5mm

Weight: 94g

Lume: Beige Superluminova

Water Resistance: 5ATM, 50M, 165ft

Crystal: Domed Sapphire Crystal

Movements: Sellita SW260 / SW216

Case Material: 316L Stainless Steel

Case Finish: Fine Brushed

Strap Material: Top Grain Leather
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WRIST,WATCH,
WATERPROOF
When the British War Office needed a wristwatch that could
withstand the hellish rigours of World War II, they turned to
twelve prestigious watch manufacturers. The Timor Watch
Company was among the twelve now known as the Dirty
Dozen. We were given a simple brief, and yet derived one of the
most iconic military timepieces ever issued. These watches set
the bar for all military watches.
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Diameter: 36.5mm

Thickness: 11mm

Lug Width: 18mm

Lug to Lug: 45.5mm

Weight: 94g

Lume: Beige Superluminova

Water Resistance: 5ATM, 50M, 165ft

Crystal: Domed Sapphire Crystal

Movements: Sellita SW260 / SW216

Case Material: 316L Stainless Steel

Case Finish: Bead-Blasted

Strap Material: Seatbelt Nylon

HERITAGE FIELDWWW
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WINDING YOURWATCH

Wind the watch by gently turning the crown clockwise.

For the hand-wound models, stop winding when you begin to feel resistance.

If your watch doesn’t begin ticking, try a gentle shake to get the balance wheel moving.

SETTING THE TIME

Gently pull the crown out to the setting position.

Turn the crown to set the time.

Finally, push the crown back to the winding position.

While setting the time, your watch will not be water resistant.
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NATO STRAP

1. Remove the old strap and install the spring bars if needed.

2. Loop the strap through the lugs, starting at the top of the watch.

3. Post the end of the strap through the floating retainer.

4. Pull the strap snug, and centre the watch between the retainers.

5. Buckle the watch and post the rest of the strap through the two retainers.

6. Tuck the excess back into the retainers.

TWO PICE STRAP

1. Remove the old strap and spring bars if needed.

2. Starting with the buckle end at the Twelve O’Clock position, depress the latches on
the back of the strap.

3. With the latch depressed, insert the spring bar into the lugs, starting with the non-
latch side.

4. Slowly release the latches when both sides are in the lugs.

5. Check the strap is securely seated in the lug recesses.

6. Repeat the process for the long side.



THANK YOU

We sincerely thank you for choosing a Timor, we hope you love
your new watch as much as we do.

Benjamin A. Briggs

Timor Watch Company


