60 CM E SERIES TRANSITIONAL BUILT-IN SINGLE OVEN

ICBSO2418TE/S/TH

FEATURES

11 cooking modes make meals easy

Black porcelain interior “l B

Installs flush or proud with surrounding cabinetry

Self clean, delayed start, timed cook and more

Single convection oven for fast, consistent cooking

Quicker preheat for faster meal prep

Adjustable oven rack plus porcelain-coated pan

Dual halogen lights for better interior views

Specifications are subject to change without notice. This information was generated on May 28, 2021. Verify specifications prior to finalizing your cabinetry/enclosures.



60 CM E SERIES TRANSITIONAL BUILT-IN SINGLE OVEN

PRODUCT SPECIFICATIONS

Model
Dimensions
Oven 1 Interior
Dimensions
Overall Capacity
Door Clearance
Weight
Electrical Supply

Electrical Service

ELECTRICAL

=]

LOCATE ELECTRICAL
SUPPLY IN ADJACENT
CABINET WITHIN REACH
OF POWER CORD

=]

ICBSO2418TE/S/TH

597mmW x 454mmH x
546mmD

454mmW x 279mmH x
400mmD

51L

360mm

36 kg

220-240 VAC; 50/60 Hz

3.4 kW

NOTE: Dimensions in parenthesis are in millimeters unless otherwise

specified
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NOTE: Electrical supply must be located in adjacent cabinet within 3' (.9 m) of opening.

Specifications are subject to change without notice. This information was generated on May 28, 2021. Verify specifications prior to finalizing your cabinetry/enclosures.



